
SHOCK RESISTANT/ANTI VIBRATION TABLE ON 
HONEYCOMB BREADBOARD SERIES : DIT-AL-HCTECHNICAL SPECIFICATIONS : Dhs4-INSULATION PLATE

Ar�cle Informa�on :
Dynemech An�-vibra�on Dhs4 Insula�on Plate are made from the compund of Nitrile Rubber, Cork, Synthe�c Fibre which at varying composi�ons gives 
different natural frequencies for providing vibra�on damping solu�on to almost every machine tool. Also the Insula�on Plates are resistant to fuels, 
lubrica�ng oils, water etc.

Applica�ons: 
Forging Hammers, Heavy Gen Sets, Heavy Industrial Machines, Test Rigs, Heavy Presses etc.

Technical Data            

Load (Kg/ sq cm)      03-12

Thickness (mm)      50

 Coeff. of Fric�on      0.8

Shore A Hardness      60-65

Natural Frequency (Hz)     08-05

Elonga�on      300%

WorkingTemp Range °C     -20 to +70

Tensile Strength (Kg/cm^2)     110

Compression set (at max %)    30

Oil & Chemical Resistance      Resistant to fuels, lubrica�ng oils, water etc. used in the shop floor

      Composite material made from Nitrile Rubber, Cork Par�cles & polyester Fiber

Construc�on     The composite material ensures high damping capacity, High compressive      

      strength & high load capaci�es 

+91-9810760131           Email : sales@dynemech.com          www.vibrationmountsindia.com
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