
VIBRATION TECHNOLOGY

Dynemech An�-Vibra�on Table Series DIT-AM-W is suitable for all types of measuring and tes�ng equipment used in the labs and clean rooms. 
Series DIT-AM-W table has an outer PU coated wooden outer body. A low carbon steel powder coated outer frame provide sturdiness to the 
structure of the table. Series DIT-AM-W has a natural frequency in the range of 1-1.5 Hz along with self levelling feature .Available self-levelling 
accuracy op�ons are +/- 0.010 and +/- 0.10 with minimum se�ng �me, depending upon the applica�on requirement. Membrane Air Springs are 
used which damps most of the incoming vibra�ons above 3 Hz. These tables have a levelling adjustable leg. The first stage levelling is done by 
rota�ng the nut, the level of the granite top can be maintained using precision spirit level/electronic level gauge. The top is made from a heavy 
granite slab which ensures rigidity and keeps the system stable and ensures lower natural frequency and high damping efficiency. The flatness 
accuracy of these granites is of grade ‘0’ or ‘00’ depending upon the applica�on. The top surface of the granite slab is velvet finish to ensure smooth 
and lustrous finish. The frame of the table is made from the structural steel having grade IS 2062. Powder coa�ng on the frame is done to maintain 
corrosion free service life of the table. The vibra�on isola�on is achieved at 2 stages. The first stage is in the legs where the an�-vibra�on pads are 
assembled in the levelling leg which damps medium to high frequency vibra�ons. The second level of vibra�on isola�on is achieved by the 
membrane air springs which isolates a wide low to high frequency range of the incoming vibra�ons. Op�onal sturdy castor wheels are also provided 
for heavy versions for easy reloca�on of the table. Keyboard, CPU and monitor stands, Drawers and cabinets can also be accommodated in these 
tables as per the applica�on requirements. These tables undergo a modern manufacturing process and rigorous tes�ng before being supplied to 
customers. The en�re process is carried out in our dedicated in-house facility.
APPLICATIONS: The Vibra�on Isolated Table (VIT) finds usage in cri�cal areas where reading accuracy of instruments like Balances, Galvanometers, 
Electronic Microscopes and Atomic Absorp�on Spectrophotometers, is affected by vibra�ons ; In Laboratories and Research Facili�es for accurate 
chemical analysis, food sample tes�ng, sensi�ve scien�fic research , in pharmaceu�cals, food and beverage & chemical industries; in 
Semiconductor Manufacturing and R&D ; in Weighing Experiments and Scien�fic Analysis
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Model Load (Kg.) Length (mm) Width (mm)
Height at mean
posi�on (mm)

Granite Table Top
Thickness (mm)

DIT-AM-W-01
DIT-AM-W-01-S1
DIT-AM-W-02
DIT-AM-W-03
DIT-AM-W-04
DIT-AM-W-05
DIT-AM-W-06

upto 250
upto 250
upto 450
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upto 1250
upto 1500
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Levelling
Height Adjustment
Vibra�on Isola�on Efficiency

with the help of bo�om DLM Mounts
8 mm
90-95%

A. Pneuma�c Legs Specifica�ons

SHOCK RESISTANT/ANTI-VIBRATION TABLE ON
AUTO LEVELLING PNEUMATIC MOUNTS WITH 

WOODEN PU COATED OUTER FRAME SERIES : DIT-AM-W

 OTHER TECHNICAL SPECIFICATIONS :

1 +91-9810760131    Email : sales@dynemech.com    www.vibrationmountsindia.com

Before Installing of Dynemech 
An�vibra�on Table 

A�er Installing of Dynemech 
An�vibra�on Table 

Natural Frequency 
(Hz)

1.5-2.0
1.5-2.0
1.5-2.0
1.5-2.0
1.5-2.0
1.5-2.0
1.5-2.0
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